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FB—8126
SIZE: 26’-0"L X 8'-0"H X 10”D

POWER: 120 VAC, 60 Hz., 1—-PHASE
678 WATTS.

120 VAC AT THE CONTROL LOCATION.

CONTROL CONSOLE: MP—70 SERIES CONTROLLER.
CONTROL CABLE: 22GA 2—-WIRE SHIELDED.

(IF WIRELESS ORDERED, CABLE NOT REQ’D.)
LEDs: AMBER LED.

OPTIONS: MODEL HC-70 CLOCK HAND SWITCH FOR SECOND OPERATOR.
(CLOCK START/STOP & CLOCK RESET.)

MODEL F600—70 SIDELINE CLOCK HAND SWITCH CONTROL
WITH SPLIT TIME.

MODEL F650-70 CLOCK HAND SWITCH CONTROL.

WIRELESS MP—-70 CONTROL OPERATION.
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ACTUAL WEIGHT: 536 LBS.
w |:| g |:| @ @ GENERAL NOTES:
* REFERENCE 01-0500-01 FOR INSTALLATION NOTES.

* POWER REQUIREMENTS ARE VALID FOR 90 DAYS AFTER THE ORIGINAL

RELEASE OR BY THE MOST RECENT REVISION OF THE DRAWING.
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